
PointGuard Xtreme (PGX) Enclosure
( A20-20302  : 2 - 10 Door )

The Enclosure is provided
with the following items:

DUAL SUB-PANEL Configuration
Box-Side and Door-Side Removable Sub-
Panels are pre-drilled to support mounting a
combination of;
        Security System Processors (SSP)
        Door Interface Controllers (DIF)
        Dual Door Interface Controllers (DIFF)
        Alarm Interface Controllers (AIC)
        Relay Output Controllers (ROC)
        MUX Communication Board
        Power Supplies
        Open Frame Transformer
and to support the Cable Management of the
field devices.

 Hinged Door

Key Lock Assembly

Dual Tamper Switches

Knock Outs
        top,

2 - 1.25 inch
2 - 1.00 inch

        bottom and sides,
2 - 1.25 inch
1 - 1.00 inch

Battery
       Mounting space for a 12 volt gel cell
       battery, 7AH.

Kits are Pre-Wired :   Power and Comm
                                   (10-Door Kit shown)

The A20-20302 PGX Enclosure has been specifically designed to ensure
maximum solution flexibility using MDI's Security System Processors and
Controller boards supporting a mixture of available field devices and to
provide best-in-class ease-of-use for the installers.
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Maximum Solution Flexibility
 Unmatched In-The-Field Adaptability

Superior Field Device Cable Management System


